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SOLAR ROAD STUD

KEY FEATURES
High visibility Led’s.

Solar powered for isolated or standalone
applications.

Ideal for high way, park lot,
road etc and can be widely
used in similar traffic projects

Material Aluminum alloy shell

Solar Panel 2.4v/0. 15-0. 3W

Battery Ni-Mh rechargeable battery (1.2V / 1200 ma)
Light Source 6 pcs Super bright LED

Light Intensity 6000 — 8000 mcd

Bearable Weight / Load 9 Tons

Color Red/ Yellow/ Green/ Blue LED

Working Time 50 — 60 hrs after the battery is fudlyarged
Charging Time 5 — 6 hours / day

Lifetime / Warranty Period 4 -5years/1 Year

APPLICATIONS
Wet Roads

Conventional reflective markers lose their vistilivhen the roads are wet. The Solar Road Marker’s
active illumination remains brightly visible, unafted by wet conditions.

Foggy Conditions
High intensity LED spotlights penetrate fog to http driver to negotiate curves.

Dark Rural Country Roads
lllumination from the Solar Road Marker can elintm¢he need for street lighting while maintaining
safe driving conditions.

Mountain Roads

Help show approaching sharp turns and blind cuateéghttime. The markers can also be mounted on
guard railing to provide even greater visibility twisted mountain roads
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